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Amendments to the Claims : 

lication. (J 




Listing of Claims : ^^jf^V 

1 (canceled). 

2 (currently amended)* The assembly of claim 3, wherein the counterbalance extension link and <B/// / 
the first aim are collinear and the orientation of the first slot is parallel to the force of gravity. ' (y 

3 (currently amended). A mechanical assembly, comprising: 

[aa-af»] a first arm connected to and free to rotate about a pivot point; 

a counterbalance extension link connected to and ftee to rotate about the pivot point; 

a yoke including a first slot in which a pin of the counterbalance extension link resides, 
wherein the yoke is enabled to translate in a plane responsive to rotation of the 
counterbalance extension link pin about the pivot point; and 

a force generating device connected between the counterbalance extension link pin and a 
fixed point on the yoke to exert a force on the counterbalance extension link pin, wherein 
the orientation of the force produced by the force generating device remains constant as 
the yoke translates responsive to the counterbalance extension link pin rotating about the 
pivot point; 

wherein the yoke includes at least a second slot perpendicular to the first slot and a pin 
attached to a fixed reference through the second slot to guide the motion of the yoke as it 
translates. 

4-5 (canceled). 

6 (previously presented). The assemhly of claim 3, wherein the force generating device is a 
constant force spring. 

7-20 (canceled). 

21 (previously presented). The assembly of claim 3, wherein the pivot point comprises a pin 
extending through a hole in the fixed reference and wherein the counterbalance extension link 
rotates about the pin on a first side the fixed reference and the arm rotates about the pivot point 
on a second side of the fixed reference. 
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22 (new). The assembly of claim 3, wherein the counterbalance extension link and the first arm 
are perpendicular and the orientation of the first slot is perpendicular to the force of gravity. 

23 (new). The assembly of claim 3. further comprising a second aim connected to and free to 
rotate about a second pivot point wherein the second pivot point is located on the first aim, a 
second counterbalance extension link connected to and free to rotate about the second pivot 
point, a second yoke enabled to translate in a plane responsive to rotation of the second extension 
link pin and a second force generating device to exert a counterbalancing force on the second 
link pin. 

24 (new). The assembly of claim 23, wherein the first and second force generating devices are 
provided by a single spring. 
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